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ATTALATE W 341 
 

Manufacturer: Attika Co. Ltd., Russia  

 

Feature: Skinny Alkyd Non-Drying Resin  

 

Composition: approx. 35% phthalic anhydride; OK. 41% fatty acid triglycerides Delivery  

form 75% in butyl acetate (BAC)  

 

Application: Nitrocellulose wood varnishes with good sandability. Together with urea resins  

as acid curing varnishes 

 

Properties: 

       
Conditional viscosity at a temperature of (20.0 ± 0.5) ° С 

VZ-246 viscometer with a nozzle diameter of 4 mm, s                                                                                    35-50 

(60% solution in BAC) 

(ГОСТ 8420) 

 

Acid number, mg KOH / g,                                                                                                             not more than 10 

(ГОСТ 23955 m. A) 

 

Color on the iodometric scale, mg J2 / 100cm3,                                                                           not darker than 10 

(ГОСТ 19266 section 1) 

 

Mass fraction of nonvolatile substances (MDNV),%                                                                                   75 ± 2% 

(ГОСТ 31939) 

 

Flash point ° C                                                                                                                                           approx. 33 

(ГОСТ 9287-59) 

 

Density, g / ml                                                                                                                                      approx. 1,050 

(ГОСТ P52165-2003) 

 

 
 

Solubility: Gasoline 100/140 °C   -  White Spirit    - 

Turpentain oil                  - Toluene    + 

Xylene     + Solvent Nafta    + 

Trichlorethylene                  + Ethyl acatate    + 

Butyl acetate   +  Methylethyl ketone  + 

Methylisobutyl ketone  +  Ethylene glycol    + 

Butyl glicol    +  Methyl glycol acetate    + 

Ethyl glycol acetate                          +   Ethanol     - 

Butanol                               о   Diacetone alcohol  + 

 

 

Compatibility:    Flaxseed oil for varnishes       -  Standart leenseed oil    30 P     - 

Standart leenseed oil  90 P                    -      Skinny drying alkides  + 

Medium Drying alkides                         x      Maleic resins                  + 

Fat drying alkides                                  o  Rosin resins  + 

Epoxy esters                                          -  Carbamide resins  - 

Phenol alkyd resines                              -  Chlorinated polymers  + 



Attica LLC  

187000,  

Russia, Leningrad region., Fedorovskoe S. p., d. 

Annolovo, 2nd Vertical passage, 9  

Tel / Fax: +7 (812) 441-21-80  

www.attikarus.ru 

  

 

Ketone Resins                                      +  Chlorinated vinyl resins  - 

Melamine resins                                   +  Base pigments  - 

Cyclo-rubber                                        -   

Soluble Cellulose Esters                      + 

 
 

Coating properties:  

ATTALATE W 341 is a low viscosity, non-drying alkyd resin, primarily intended for the 

woodworking industry in the manufacture of furniture varnishes based on nitrocellulose. The 

rapid evaporation of the solvent from these types of varnishes is an important characteristic 

that meets the high requirements of mechanical processing. The introduction of zinc stearates 

allows you to achieve quick grinding. The resulting coatings based on ATTALATE W 341 

have a very high gloss and hardness.  

In addition, these coatings have very good light fastness, so ATTALATE W 341 can also be 

used to coat light wood. ATTALATE W 341 is also very suitable for acid-curing varnishes 

when cured with carbamide or melamine resins in a ratio of 6: 4 to 7: 3. Diluted acids or acid 

salts can be used as a catalyst. 


