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ATTSHIELD OP 725 

Manufacturer: ATTIKA 

Characteristics  Attshield OP 725 is a thixotropic, pre-accelerated, high-performance polyester resin withcuring 
indicator based on modified orthophthalic acid. Products from this brand have high resistance to 
hydrolysis, weather resistance, high strength, as well as resistance to alkaline environments. 

Application  It is used for the production of fiberglass by manual molding and spraying. It makes it possible to 
work at low temperatures. Products from this brand of resin have a high resistance to hydrolysis, 
weather resistance, high strength and elongation, as well as resistance to alkaline environments. Work 
with the resin at room temperature using the accelerator- hardener system (cobalt octoate-MEKP) 

Properties: 

Appearance liquid with light opalescence from pale blue to dark blue without outsiders included 
(Visual) 

Solid content,% 56,0 – 60,0  
(GOST 31919) 

Dinamic viscosity 23 ° C, mPа*s 600-900 
(ISO 3219) 

Acid Value, mgКОH/g max. 35 
(ASTM D 4662-93) 

Gel Time, min 25-45 
2,0% MEKP (Butanox M-50) 
(GOST 2281 method C1) 

   Exothermic peak, ℃      149    

   HDT, ℃           72 

  Resin cure characteristics 

Gel time at a temperature of (23.0 ± 0.5) ° C, min. GOST 22181 method C1 
0,5% MEKP 1,5% MEKP 2,0% MEKP 3,0% MEKP 

>60 21 25 6 
*МЕКP: Promox М-50, Butanox Р 200 ТХ, Akperox A-1

 Mechanical properties of cured resin 

Properties Unit Meaning Method 

Tensile modulus MPa 20 DIN 53455 

  Modulus of elasticity in bending МPa 45 DIN 53455 

Storage 3 months metal barrels, at the temperatures of 25 °C; must be protected from weathering, high 
temperatures and direct sunlight. 

TDS is provided for promotional and informational purposes. The properties indicated by the TDS are typical, obtained in 
laboratory tests and may change under production conditions 
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