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ATTSHIELD OP 745 

Manufacturer: ATTIKA 

Characteristic: low viscosity, pre-accelerated, thixotropic unsaturated polyester resin with curing 
indicator on orthophthalic base. Medium reactivity resin. Cures with PMEC at room 
temperature 

Application: recommended for the manufacture of boats, water tanks, septic tanks, baths, cooling towers, 
etc. by hand molding and spraying 

Specification: 

Property Value 

Appearance Cloudy blue liquid without 
foreign matter 

Dynamic viscosity,23 oC, mPa*sec 
(ISO 3219) 

200-250 

Mass fraction of nonvolatile 

substances,% (GOST 31939) 
56,0 – 60,0 

 Acid number, mg KOH / g 
(ASTM D 4662-93) 

< 30 

Gel time at a temperature of (23.0 ± 0.5) ° C, min 
(1% МЕКР) 

(GOST 22181 method С1) 
40-50 

Warranty period of storage, months. 3 

Resin cure characteristics 
Gel time at a temperature of (23.0 ± 0.5) ° C, min GOST 22181 method С1 

0,5%МЕКP 1,5%МЕКP 2%МЕКP 3%МЕКP 
>60 45 28 20 
*МЕКP: Akperox A50, Metox 50W, Butanox M50, Promox P 200 TX 

Standard packaging: 220 kg double-necked metal drums, 1000 kg polyethylene cubes. 

Storage: 
 The warranty period is 3 months. Store in original packaging in a closed room, out of direct sunlight, at 
temperatures up to 25 ° C. When stored over an extended period of time, the thixotropic agent may 
precipitate . Therefore, before use, the resin should be homogenized (roll or shake the barrel, when stored in 
a container - stir with minimal air access). During this time, the temperature of the resin must be above 18 ° 
C, otherwise the LSE system may detach and settle on the surface in the form of foam. 

TDS is provided for promotional and informational purposes. The properties indicated by the TDS are typical, obtained in laboratory tests 
and may change under production conditions 

Properties Unit Meaning Method 

Tensile modulus MPa  3600-4000 GOST 4648-2014

  Modulus of elasticity МPa  3600 GOST 11262–2017
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